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FIG. 3
101
SERVICE INFORMATION
SERVICE CODE —~-102
SERVICE NAME —~-103
SERVICE LOGO —~104
LOCATION INFORMATION —105
BROADCAST SCHEDULE INFORMATION —106
DECODE KEY (odd KEY OR even KEY) —107
SERVICE TYPE INFORMATION (AUTOMATIC DL TYPE OR 108
SELECTIVE DL TYPE)
METADATA TYPE INFORMATION (STANDARD TYPE, 109
CONTENT-DEPENDENT TYPE, OR PROVIDER-SPECIFIC TYPE)
SERVICE EXPIRATION DATE INFORMATION ~110
SERVICE UPDATE START DATE AND TIME INFORMATION  ~111
UPDATE PROCESSING SERVER URL INFORMATION —~112




U.S. Patent Jan. 12, 2016 Sheet 4 of 7 US 9,237,374 B2
FIG. 4
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FIG. 7
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CONTENT BROADCAST DEVICE, CONTENT
BROADCAST METHOD, CONTENT
RECEPTION DEVICE, CONTENT
RECEPTION METHOD, PROGRAM, AND
CONTENT BROADCAST SYSTEM

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a content broadcast device,
a content broadcast method, a content reception device, a
content reception method, a program, and a content broadcast
system. In particular, the present invention relates to a content
broadcast device, a content broadcast method, a content
reception device, a content reception method, a program, and
a content broadcast system, which utilize a broadcast wave
and realize a content download service for a specific user.

2. Description of the Related Art

The digitalization of television broadcast waves has
allowed the more effective use of the bandwidths of the tele-
vision broadcast waves. Therefore, not only have television
programs been broadcasted using television broadcast waves
but also various kinds of data have been able to be broad-
casted simultaneously with television programs. Using this
technique, for example, the transmission of data broadcasting
and the transmission of updated data for a control program
used for a television receiver or the like are performed.

In addition, for example, there has been proposed a content
download service using a broadcast wave, in which a content
different from a television program is broadcasted in accor-
dance with a predetermined broadcast schedule and received
and accumulated (downloaded) by a reception device, and the
downloaded content can be utilized (reproduced) at an arbi-
trary time (for example, refer to Japanese Unexamined Patent
Application Publication No. 2006-287769).

According to the content download service using a televi-
sion broadcast wave, a user of a reception device that com-
plies with the content download service can view a down-
loaded content at an arbitrary time.

SUMMARY OF THE INVENTION

It can be supposed that a content download service using a
television broadcast wave is used not only in an operation in
which contents such as movies or pieces of music are down-
loaded for general users but also in an operation in which a
specific-user-oriented content is downloaded for a specific
user.

In this regard, however, in the operation in which the spe-
cific-user-oriented content is downloaded for the specific
user, it is desirable to keep it confidential from users other
than the specific user that the specific-user-oriented content is
broadcasted using a television broadcast wave, or the like.

However, in a content download service using a television
broadcast wave, which has been proposed in the past, it is
difficult to keep it confidential from users other than the
specific user that the specific-user-oriented content is broad-
casted using a television broadcast wave, or the like.

Taking the circumstances into consideration, the present
invention makes it possible to keep it confidential from a third
person that a specific-user-oriented content is broadcasted in
a content download service using a television broadcast wave.

According to an embodiment of the present invention,
there is provided a content broadcast device for broadcasting
a content, using a broadcast wave, the content broadcast
device including first supply means for supplying service
information to a content reception device through a predeter-
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2

mined network in response to a request from the content
reception device, the service information including at least a
broadcast schedule of metadata and location information that
indicates where the metadata is located in the broadcast wave;
and broadcast means for broadcasting, using the broadcast
wave, the metadata, which includes at least a broadcast sched-
ule of the content and location information that indicates
where the content is located in the broadcast wave, in accor-
dance with the broadcast schedule of the metadata, included
in the service information, and broadcasting, using the broad-
cast wave, the content in accordance with the broadcast
schedule of the content, included in the metadata.

The supply means can supply the service information to the
content reception device through a predetermined network in
response to a request from the content reception device oper-
ated by a user who has completed usage registration for a
content download service.

The metadata broadcasted is encrypted, and a decode key
used for decoding the metadata encrypted can be included in
the service information.

The content broadcasted is encrypted, and the content
broadcast device can further include second supply means for
supplying a content key, used for reproducing the content
encrypted, to the content reception device through the prede-
termined network.

According to an embodiment of the present invention,
there is provided a content broadcast method performed in a
content broadcast device for broadcasting a content, using a
broadcast wave, the content broadcast method including the
steps of supplying service information to a content reception
device through a predetermined network in response to a
request from the content reception device, the service infor-
mation including at least a broadcast schedule of metadata
and location information that indicates where the metadata is
located in the broadcast wave; broadcasting, using the broad-
cast wave, the metadata, which includes at least a broadcast
schedule of the content and location information that indi-
cates where the content is located in the broadcast wave, in
accordance with the broadcast schedule of the metadata,
included in the service information; and broadcasting, using
the broadcast wave, the content in accordance with the broad-
cast schedule of the content, included in the metadata.

According to an embodiment of the present invention,
there is provided a computer-readable storage medium stor-
ing a control program that causes a computer in a content
broadcast device to perform a processing operation, wherein
the content broadcast device broadcasts a content, using a
broadcast wave, the processing operation including the steps
of'supplying service information to a content reception device
through a predetermined network in response to a request
from the content reception device, the service information
including at least a broadcast schedule of metadata and loca-
tion information that indicates where the metadata is located
in the broadcast wave; broadcasting, using the broadcast
wave, the metadata, which includes at least a broadcast sched-
ule of the content and location information that indicates
where the content is located in the broadcast wave, in accor-
dance with the broadcast schedule of the metadata, included
in the service information; and broadcasting, using the broad-
cast wave, the content in accordance with the broadcast
schedule of the content, included in the metadata.

In the content broadcast device, the content broadcast
method, and the control program for the content broadcast
device, service information is supplied to a content reception
device through a predetermined network in response to a
request from the content reception device, the service infor-
mation including at least a broadcast schedule of metadata
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and location information that indicates where the metadata is
located in the broadcast wave; using the broadcast wave, the
metadata, which includes at least the broadcast schedule of a
content and location information that indicates where the
content is located in the broadcast wave, is broadcasted in
accordance with the broadcast schedule of the metadata,
included in the service information; and using the broadcast
wave, the content is broadcasted in accordance with the
broadcast schedule of the content, included in the metadata.
Therefore, a specific-user-oriented content can be broad-
casted with being kept confidential from users other than a
specific user.

According to an embodiment of the present invention,
there is provided a content reception device for receiving a
content, broadcasted using a broadcast wave, the content
reception device including acquisition means for acquiring
service information, supplied from a content broadcast
device, through a predetermined network, the service infor-
mation including at least a broadcast schedule of metadata
and location information that indicates where the metadata is
located in the broadcast wave; reception means for receiving
the metadata, broadcasted using the broadcast wave, on the
basis of the service information acquired, the metadata
including at least a broadcast schedule of the content and
location information that indicates where the content is
located in the broadcast wave, and receiving the content,
broadcasted using the broadcast wave, in accordance with a
download reservation generated on the basis of the metadata
received; accumulation means for accumulating the content
received; and reproduction means for reproducing the content
accumulated.

The acquisition means can notify the content broadcast
device of registration information input by a user who has
completed usage registration for a content download service,
and acquire the service information, supplied from the con-
tent broadcast device in accordance with the registration
information, through a predetermined network.

The reception means can acquire the received metadata
when a service code included in the service information
acquired matches a service code in the received metadata.

The reception means can decode the metadata, using a
decode key included in the service information, when the
received metadata is encrypted.

The content reception device can further include genera-
tion means for presenting a list of downloadable contents to a
user on the basis of the metadata acquired and generating the
download reservation in response to a selection operation
performed by the user.

The generation means can generate the download reserva-
tion on the basis of the acquired metadata when a broadcasted
content corresponds to an automatic download type.

According to an embodiment of the present invention,
there is provided a content reception method performed in a
content reception device for receiving a content, broadcasted
using a broadcast wave, the content reception method includ-
ing the steps of acquiring service information, supplied from
a content broadcast device, through a predetermined network,
the service information including at least a broadcast sched-
ule of metadata and location information that indicates where
the metadata is located in the broadcast wave; receiving the
metadata, broadcasted using the broadcast wave, on the basis
of'the service information acquired, the metadata including at
least a broadcast schedule of the content and location infor-
mation that indicates where the content is located in the
broadcast wave; receiving the content, broadcasted using the
broadcast wave, in accordance with a download reservation
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4

generated on the basis of the metadata received; accumulating
the content received; and reproducing the content accumu-
lated.

According to an embodiment of the present invention,
there is provided a computer-readable storage medium stor-
ing a control program that causes a computer in a content
reception device to perform a processing operation, wherein
the content reception device receives a content, broadcasted
using a broadcast wave, the processing operation including
the steps of acquiring service information, supplied from a
content broadcast device, through a predetermined network,
the service information including at least a broadcast sched-
ule of metadata and location information that indicates where
the metadata is located in the broadcast wave; receiving the
metadata, broadcasted using the broadcast wave, on the basis
of'the service information acquired, the metadata including at
least a broadcast schedule of the content and location infor-
mation that indicates where the content is located in the
broadcast wave; receiving the content, broadcasted using the
broadcast wave, in accordance with a download reservation
generated on the basis of the metadata received; accumulating
the content received; and reproducing the content accumu-
lated.

In the content reception device, the content reception
method, and the control program for the content reception
device, service information, supplied from a content broad-
cast device, is acquired through a predetermined network, the
service information including at least a broadcast schedule of
metadata and location information that indicates where the
metadata is located in the broadcast wave; the metadata,
broadcasted using the broadcast wave, is received on the basis
of'the service information acquired, the metadata including at
least a broadcast schedule of the content and location infor-
mation that indicates where the content is located in the
broadcast wave; the content, broadcasted using the broadcast
wave, is received in accordance with a download reservation
generated on the basis of the metadata received; the content
received is accumulated; and the content accumulated is
reproduced. Therefore, when a user belongs to a specific user,
the user can receive a specific-user-oriented content.

According to an embodiment of the present invention,
there is provided a content broadcast system including a
content broadcast device configured to broadcast a content,
using a broadcast wave, and a content reception device con-
figured to receive the content broadcasted, wherein the con-
tent broadcast device includes supply means for supplying
service information to the content reception device through a
predetermined network in response to a request from the
content reception device, the service information including at
least a broadcast schedule of metadata and location informa-
tion that indicates where the metadata is located in the broad-
cast wave, and broadcast means for broadcasting, using the
broadcast wave, the metadata, which includes at least a broad-
cast schedule of the content and location information that
indicates where the content is located in the broadcast wave,
in accordance with the broadcast schedule of the metadata,
included in the service information, and broadcasting, using
the broadcast wave, the content in accordance with the broad-
cast schedule of the content, included in the metadata; and
wherein the content reception device includes acquisition
means for acquiring the service information, supplied from
the content broadcast device, through the predetermined net-
work, reception means for receiving the metadata, broad-
casted using the broadcast wave, on the basis of the service
information acquired and receiving the content, broadcasted
using the broadcast wave, in accordance with a download
reservation generated on the basis of the metadata received,
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accumulation means for accumulating the content received,
and reproduction means for reproducing the content accumu-
lated.

In the content broadcast system, the content broadcast
device supplies service information to a content reception
device through a predetermined network in response to a
request from the content reception device, the service infor-
mation including at least a broadcast schedule of metadata
and location information that indicates where the metadata is
located in the broadcast wave, the content broadcast device
broadcasts, using the broadcast wave, the metadata, which
includes at least a broadcast schedule of the content and
location information that indicates where the content is
located in the broadcast wave, in accordance with the broad-
cast schedule of the metadata, included in the service infor-
mation, and the content broadcast device broadcasts, using
the broadcast wave, the content in accordance with the broad-
cast schedule of the content, included in the metadata. In
addition, the content reception device acquires the service
information, supplied from the content broadcast device,
through the predetermined network, the service information
including at least the broadcast schedule of the metadata and
the location information that indicates where the metadata is
located in the broadcast wave, the content reception device
receives the metadata, broadcasted using the broadcast wave,
on the basis of the service information acquired, the metadata
including at least the broadcast schedule of the content and
the location information that indicates where the content is
located in the broadcast wave, and the content reception
device receives the content, broadcasted using the broadcast
wave, in accordance with a download reservation generated
on the basis of the metadata received, the content reception
device accumulates the content received, and the content
reception device reproduces the content accumulated. There-
fore, it possible to keep it confidential from users other than a
specific user that a specific-user-oriented content is broad-
casted in a content download service using a television broad-
cast wave.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram illustrating a configuration
example of a specific user-oriented content broadcast system
according to an embodiment of the present invention;

FIG.2is ablock diagram illustrating detailed configuration
examples of a content broadcast device and a reception
device, shown in FIG. 1;

FIG. 3 is a diagram illustrating a data structure of service
information;

FIG. 4 is adiagram illustrating a data structure of metadata;

FIG. 5 is a diagram illustrating a layer structure of a broad-
cast stream in which metadata and a content are broadcasted;

FIGS. 6A and 6B are diagrams illustrating data structures
of FDT;

FIG. 7 is a flowchart illustrating an operation performed in
a specific user-oriented content broadcast system; and

FIG. 8 is a flowchart illustrating a metadata reception pro-
cessing operation in detail.

DESCRIPTION OF THE PREFERRED
EMBODIMENTS

Hereinafter, preferred embodiments of the present inven-
tion will be described in detail with reference to figures.
<1. Embodiment>
[Summary of Specific User-Oriented Content Broadcast Sys-
tem According to Embodiment of Present Invention]
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FIG. 1 is a block diagram illustrating a configuration
example of a specific user-oriented content broadcast system
according to an embodiment of the present invention.

In a specific user-oriented content broadcast system 1, in
addition to an operation in which contents such as movies or
pieces of music are downloaded for general users, a specific-
user-oriented content is downloaded for a specific user.

Specifically, examples of the operation in which the spe-
cific-user-oriented content is downloaded for the specific user
include the distribution of a content for a person belonging to
a specific business field, the distribution of a content as a
dogma for a believer belonging to a specific religious group,
the distribution of a content as educational material for a
student who is studying at a specific educational institution,
the distribution of an audio content reproducible in a specific
audio device, the distribution of a game program available for
a specific game device, the distribution of dedicated EPG data
for a specific home electric device, the distribution of updated
data for a control program executed in a specific home electric
device, and the distribution of an OS and an application
program for a personal computer or updated data therefor.

The specific user-oriented content broadcast system 1
includes a content broadcast device 10 arranged in a broad-
cast station or the like and a reception device 20 arranged in a
user’s home or the like.

A specific user-oriented particular content service provider
6-1, a specific user-oriented standard content service provider
6-2, and a general user-oriented standard content service pro-
vider 6-3 supply individual particular contents or individual
standard contents and metadata thereof to the content broad-
cast device 10. When it is not necessary to distinguish
between the specific user-oriented particular content service
provider 6-1, the specific user-oriented standard content ser-
vice provider 6-2, and the general user-oriented standard
content service provider 6-3, these service providers are sim-
ply referred to as “service provider 6, hereinafter.

Here, it may be assumed that a standard content corre-
sponds to a content having a widely prevalent data format
(encoding method or the like), for example, MPEG2, H.264
or the like in the case of a video content, or AAC, MP3 or the
like in the case of an audio content. On the other hand, it may
be assumed that a particular content corresponds to a content
having an unfamiliar data format.

Using a television broadcast wave, the content broadcast
device 10 broadcasts metadata, which relates to a content to
be broadcasted in the future, in accordance with a predeter-
mined broadcast schedule. In addition, using a television
broadcast wave, the content broadcast device 10 broadcasts a
content in accordance with a predetermined broadcast sched-
ule. In addition, examples of the television broadcast wave
that the content broadcast device 10 uses in order to broadcast
the metadata and the content may include a terrestrial broad-
cast wave and a television broadcast wave transmitted
through a communication cable such as a cable TV network
or the like, in addition to the television broadcast wave trans-
mitted through a satellite 2 as shown in FIG. 1.

The reception device 20 receives the television broadcast
wave broadcasted from the content broadcast device 10 and
acquires and holds metadata multiplexed in the television
broadcast wave. In addition, in accordance with the held
metadata, the reception device 20 acquires and stores (down-
loads) a particular content and a standard content, multi-
plexed in the television broadcast wave.

Furthermore, the reception device 20 outputs various kinds
of screens, functioning as user interfaces, to a television
receiver (not shown in FIG. 1), functioning as a monitor, or
the like. In addition, the reception device 20 reproduces the
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downloaded particular or standard content at an arbitrary time
in accordance with an operation performed by a user, and
outputs a video signal and an audio signal, obtained as the
reproduction result, to the television receiver or the like.

In this regard, however, in order for the reception device 20
to download a particular content and a standard content from
the specific user-oriented particular content service provider
6-1 and the specific user-oriented standard content service
provider 6-2, respectively, it is necessary for the user to per-
form usage registration by operating an information terminal
4 and accessing a predetermined server through Internet 3.

Here, the information terminal 4 is a personal computer or
the like that can access the predetermined server through the
Internet 3. A function equivalent to the function of the infor-
mation terminal 4 may be embedded in the reception device
20.

In addition, in order for the reception device 20 to down-
load a standard content from the general user-oriented stan-
dard content service provider 6-3, the user may also perform
usage registration by operating the information terminal 4.

In addition, the reception device 20 may be embedded in
the television receiver or the like.

While the reception device 20 can download the particular
content and the standard content, a reception device 5 of the
related art can download a standard content from the general
user-oriented standard content service provider 6-2.

Namely, the content broadcast device 10 broadcasts meta-
data in such a setting that it is difficult for the reception device
5 of the related art to acquire metadata corresponding to a
particular content broadcasted from the specific user-oriented
particular content service provider 6-1 and metadata corre-
sponding to a standard content broadcasted from the specific
user-oriented standard content service provider 6-2 (de-
scribed in detail, hereinafter).

Accordingly, it is difficult for the reception device 5 of the
related art to indicate to the user that the particular content is
broadcasted from the specific user-oriented particular content
service provider 6-1 and the standard content is broadcasted
from the specific user-oriented standard content service pro-
vider 6-2, and to download these contents.

[Detailed Configuration Example of Specific User-Oriented
Content Broadcast System]

FIG.2is ablock diagram illustrating detailed configuration
examples of the content broadcast device 10 and the reception
device 20, included in the specific user-oriented content
broadcast system 1.

The content broadcast device 10 includes a plurality of
service provider devices 30 corresponding to a plurality of
service providers 6, respectively, a broadcast station Web
server 41, and a download (DL) broadcast transmission
device 42.

Each of the service provider devices 30 includes a service
provider Web server 31, a service provider customer manage-
ment server 32, a service provider metadata server 33, a
service provider content server 34, and a service provider
DRM server 35.

The service provider Web server 31 is a server that, using
the information terminal 4, the user of the reception device 20
accesses through the Internet 3. In response to a request from
the information terminal 4, the service provider Web server
31 supplies a hypertext markup language (HTML) document
or the like, which is used for displaying a service usage
registration page (Web page), to the information terminal 4
through the Internet 3.

In addition, the service provider Web server 31 acquires
user information of the user, input to the service usage regis-
tration page, from the information terminal 4 through the
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Internet 3, and supplies the acquired user information to the
service provider customer management server 32 and causes
the service provider customer management server 32 to reg-
ister the user information. The user information includes pay-
ment information such as a credit card number or the like in
addition to personal information such as the address of the
user and the user’s name or the like.

In addition, the service provider Web server 31 notifies the
information terminal 4 of an application number and a pass-
word for the user who has performed usage registration,
which are issued from the service provider customer manage-
ment server 32.

In accordance with the user information supplied from the
service provider Web server 31, the service provider customer
management server 32 issues the application number and the
password for the use and notifies the service provider Web
server 31 of the application number and the password. Fur-
thermore, the service provider customer management server
32 associates the user information of the user who has per-
formed usage registration with the issued application number
and issued password, and registers these pieces of informa-
tion. Furthermore, using the payment information included in
the user information, the service provider customer manage-
ment server 32 makes payment for the usage of a content
download service at a predetermined time.

In addition, the issued application number includes a ser-
vice code used for uniquely identifying a content download
service provided by the service provider 6 and a user ID.

The service provider metadata server 33 holds metadata
corresponding to a content supplied from the service provider
6, and encrypts and outputs the held metadata to the DL
broadcast transmission device 42 in accordance with a pre-
determined broadcast schedule. In addition, the metadata
may not be encrypted.

In addition, the metadata includes the broadcast schedule
information of a corresponding content, or the like (details
will be described with reference to FIG. 4, hereinafter).
Accordingly, the metadata is broadcasted in advance of the
broadcast of the corresponding content, and the correspond-
ing content is received in the reception device 20 in accor-
dance with the metadata.

The service provider content server 34 holds a content
(particular content or standard content) supplied from the
service provider 6, and encrypts and outputs the held content
to the DL broadcast transmission device 42 in accordance
with a predetermined broadcast schedule.

In response to a request from a DRM client 55 in the
reception device 20, the service provider digital rights man-
agement (DRM) server 35 confirms with the service provider
customer management server 32 whether or not the user of the
reception device 20 is a legitimate user. In addition, when the
user of the reception device 20 is a legitimate user, the service
provider digital rights management (DRM) server 35 sup-
plies a license, which includes a content key necessary for the
reception device 20 to reproduce a downloaded content, to the
DRM client 55 by reserving a secure communication channel
on the Internet 3.

The broadcast station Web server 41 is a server that a Web
browser 51 in the reception device 20 accesses through the
Internet 3. In addition, for example, a uniform resource loca-
tor (URL) necessary to access the broadcast station Web
server 41 may be linked to a predetermined button or the like
on the screen of a data broadcast broadcasted using a televi-
sion broadcast wave.

In response to a request from the Web browser 51, the
broadcast station Web server 41 supplies a broadcast markup
language (BML) document or the like to the Web browser 51,
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the broadcast markup language (BML) document or the like
being used for displaying a service entry page (Web page) that
is a common entry for individual content download services
provided by a plurality of service providers 6 different from
one another.

Furthermore, in response to the input of the application
number and the password, issued at the time of the usage
registration, to the service entry page, the broadcast station
Web server 41 transmits to the Web browser 51 service infor-
mation corresponding to a service code included in the appli-
cation number.

The service information is information preliminarily pro-
vided by each service provider, and includes location infor-
mation indicating where metadata is located in a television
broadcast wave and the broadcast schedule of the metadata, or
the like. In addition, details of the service information will be
described with reference to FIG. 3, hereinafter.

Using a television broadcast wave, the DI broadcast trans-
mission device 42 broadcasts metadata, input from the ser-
vice provider metadata server 33, in accordance with a pre-
determined broadcast schedule. In addition, using a television
broadcast wave, the DL broadcast transmission device 42
broadcasts a content, input from the service provider content
server 34, in accordance with a predetermined broadcast
schedule.

The reception device 20 includes the Web browser 51, a
storage 52, an ECG processing section 53, a DL broadcast
reception section 54, the DRM client 55, and a content repro-
duction section 56.

The Web browser 51 acquires from a data broadcasting
signal in a television broadcast wave a BML document or the
like used for displaying a data broadcasting top screen (Web
page) of a corresponding broadcast station, and causes a
television receiver (not shown in FIG. 2) to display the screen.

In addition, in response to the user’s operation of a prede-
termined button arranged on the screen, the Web browser 51
accesses through the Internet 3 the broadcast station Web
server 41 linked to the predetermined button, and, on the basis
of a BML document or the like obtained as the access result,
displays the service entry page. Furthermore, the Web
browser 51 notifies the broadcast station Web server 41 of the
application number and the password, input from the service
entry page by the user, and causes the storage 52 to hold
service information obtained as the notification result.

The storage 52 includes a hard disk drive or the like, and
holds the service information, acquired from the broadcast
station Web server 41 by the Web browser 51, and metadata
and a content, received by the DL broadcast reception section
54.

In response to a predetermined operation performed by the
user, the ECG processing section 53 causes a user interface
(the list of contents available in a download reservation),
which is used by the user in order to select a content to be
downloaded, to be displayed on the basis of the metadata held
in the storage 52. In addition, in response to a predetermined
operation performed by the user, the ECG processing section
53 causes a user interface (the list of downloaded contents),
which is used by the user in order to select a content to be
reproduced from among the downloaded contents, to be dis-
played on the basis of the contents accumulated in the storage
52.

In accordance with the broadcast schedule information of
the metadata, included in the service information held in the
storage 52, the DL broadcast reception section 54 receives
metadata (metadata for a content to be broadcasted as a down-
load-use content) from a television broadcast wave and
causes the storage 52 to hold the metadata.
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In addition, in accordance with the broadcast schedule
information of a content, included in metadata that is included
in the metadata held in the storage 52 and subjected to a
download reservation, the DL broadcast reception section 54
receives the content from a television broadcast wave and
causes the storage 52 to hold the content.

After establishing a secure communication channel on the
Internet 3 between the DRM client 55 and the service pro-
vider DRM server 35 in the content broadcast device 10, the
DRM client 55 acquires and holds for itself a license includ-
ing a content key necessary to decode a downloaded content.
In addition, in response to a request from the content repro-
duction section 56, the DRM client 55 supplies the content
key to the content reproduction section 56 when a usage
condition described in the license is met.

The content reproduction section 56 is activated by the
ECG processing section 53, reads out from the storage 52 a
content selected so as to be reproduced, and decodes and
reproduces an encrypted content, using the content key sup-
plied from the DRM client 55. In addition, the content repro-
duction section 56 outputs a video signal and an audio signal,
obtained as a result, to the television receiver or the like.
[Data Structure of Service Information]

FIG. 3 is a diagram illustrating the data structure of the
service information that the Web browser 51 in the reception
device 20 acquires from the broadcast station Web server 41
in the content broadcast device 10 through the Internet 3.

Service information 101 includes a service code 102, a
service name 103, a service logo 104, location information
105, broadcast schedule information 106, and a decode key
107. Furthermore, the service information 101 includes ser-
vice type information 108, metadata type information 109,
service expiration date information 110, service update start
date and time information 111, and update processing server
URL information 112.

The service code 102 is information used for uniquely
identifying a content download service provided by a corre-
sponding service provider 6. The service name 103 is a name
used for the content download service provided by the service
provider 6. The service logo 104 is image data used for
displaying logos (marks) of content download services pro-
vided by individual service providers 6.

The location information 105 is information used for indi-
cating the position of metadata on the broadcast stream of a
television broadcast wave by using an IP address, a port
number, and a session identification number (TSI). The
broadcast schedule information 106 is information used for
indicating the start time and the time length of a broadcast in
which metadata is broadcasted using a television broadcast
wave.

The decode key 107 corresponds to two kinds of decode
keys (odd key and even key) used for decoding the encryption
of the metadata when the metadata is encrypted. In this
regard, however, one of the odd key and the even key is used
for decoding the encrypted metadata, and the other key is a
next (update-use) decode key used for decoding in the case in
which an encryption key used for encrypting metadata is
updated.

The service type information 108 is information used for
indicating whether a content of a corresponding content
download service is an automatic DL type, in which a content
is automatically downloaded without a user’s selection
operation, or a selective DL type, in which a content subjected
to the user’s selection operation (reservation operation) is
downloaded.
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The metadata type information 109 indicates whether the
data structure of the metadata is a standard type, a content-
dependent type, or a provider-specific type.

The service expiration date information 110 is information
used for indicating a term during which the user of the recep-
tion device 20, who has performed usage registration, can use
a corresponding content download service. The service
update start date and time information 111 is information
used for indicating a date and a time when a processing
operation for encouraging the user to extend a service expi-
ration date is started. The update processing server URL
information 112 is the URL of an update processing server
(not shown in figures) that is accessed when the service expi-
ration date is extend.

[Data Structure of Metadata]

FIG. 4 is a diagram illustrating the data structure of meta-
data that the DL broadcast reception section 54 in the recep-
tion device 20 acquires from a television broadcast wave.

As attribute information to be displayed and presented to
the user, metadata 121 includes a content ID 122, a title 123,
content information 124, genre information 125, and a fee
126. Furthermore, as content link information used for down-
loading a content, the metadata 121 includes a content ID 127,
location information 128, and broadcast schedule informa-
tion 129.

The content ID 122 as the attribute information is informa-
tion used for uniquely identifying a content corresponding to
metadata. The title 123 is the name of a corresponding con-
tent. The content information 124 is information used for
describing the content of a corresponding content. The genre
information 125 is information used for indicating a genre to
which a corresponding content belongs. The fee 126 is infor-
mation used for indicating the usage fee of a corresponding
content.

The content ID 127 as the content link information is
identical to the content ID 122 as the attribute information.
The location information 128 is information used for indicat-
ing the position of a corresponding content on the broadcast
stream of a television broadcast wave with using an IP
address, a port number, and a session identification number
(TSI). The broadcast schedule information 129 is information
used for indicating the start time and the time length of a
broadcast in which a corresponding content is broadcasted
using a television broadcast wave.

[Layer Structure of Broadcast Stream in which Metadata and
Content are Broadcasted)]

FIG. 5 is a diagram illustrating the layer structure of a
broadcast stream in which metadata and a content are broad-
casted.

As shown in FIG. 5, in the broadcast stream of a television
broadcast wave, a physical layer, a transport layer, an IP layer,
aUDP layer, and a FLUTE/ALT layer are arranged in ascend-
ing order from the lowest layer. In addition, the metadata and
the content are individually stored in sessions in the FLUTE
layer and broadcasted.

In order to acquire the metadata, the DL broadcast recep-
tion section 54 receives a session in the FLUTE layer, which
corresponds to the location information 105 in the service
information 101, and acquires a FDT corresponding to
“TOI=0”, in which index information is stored as shown in
FIG. 6A.

Pieces of index information individually corresponding to
files transmitted in the same session are stored in the FDT.
When the first file in the files transmitted in the same session
is a file used for metadata, the TOI (TOI=1), the file name, and
the file type of a FDT in which the metadata file is stored are
described in the index information of the first file. Further-

10

15

20

25

30

35

40

45

55

60

12

more, a service code and encryption information are
described in the index information.

While, in accordance with the TOI (TOI=1), the file name,
and the file type of a metadata file, metadata can be acquired
in the DL broadcast reception section 54, a corresponding
metadata file can be acquired when the service code in the
index information matches the service code 102 in the service
information 101.

In other words, when the service code stored in the FDT
along with the metadata does not match the service code 102
in the service information 101, the DL broadcast reception
section 54 does not acquire the metadata file. Accordingly, the
DL broadcast reception section 54 does not acquire the meta-
data of a content download service in which usage registra-
tion has not been performed.

In addition, when encryption information is included in the
index information, it is indicated that a corresponding meta-
data is encrypted. In addition, the encryption information
indicates whether a decode key used for decoding the
encrypted metadata is the odd key or the even key. Accord-
ingly, in the DL broadcast reception section 54, one of the odd
key and the even key included in the decode key 107 in the
service information 101 is specified in accordance with the
encryption information, and hence the encrypted metadata
can be decoded.

As mentioned above, the DL broadcast reception section
54 does not acquire the metadata of a content download
service in which usage registration has not been performed.
Furthermore, even though the metadata turns out to be
acquired owing to some factors, the metadata can remain to be
encrypted. Accordingly, the reception device 20 for a specific
user can acquire the metadata, and hence it can be kept con-
fidential from users other than the specific user that a specific-
user-oriented content is broadcasted, or the like.

[Sequence of Operations Performed in Specific User-Ori-
ented Content Broadcast System 1]

FIG. 7 is a flowchart illustrating a sequence of operations
performed in the specific user-oriented content broadcast sys-
tem 1.

In Step S1, using the information terminal 4, the user of the
reception device 20 accesses the service provider Web server
31 through the Internet 3, the service provider Web server 31
being operated by a service provider providing a content
download service that the user wishes to utilize. In addition, it
is assumed that the user preliminarily acquires a URL from a
specific group or the like to which the user belongs, the URL
being necessary to access the service provider Web server 31.

Inresponse to an access from the information terminal 4, in
Step S21, the service provider Web server 31 transmits
HTML data for a service usage registration page (Web page),
or the like, to the information terminal 4 through the Internet
3.

In Step S2, the information terminal 4 that receives the
HTML data or the like displays the service usage registration
page. The user inputs the user information of the user to the
service usage registration page, and hence the information
terminal 4 notifies the service provider Web server 31 of the
input user information through the Internet 3.

In Step S22, the service provider Web server 31 that has
acquired the user information of which the information ter-
minal 4 gives notice supplies the user information given
notice of to the service provider customer management server
32. In response to the user information supplied from the
service provider Web server 31, the service provider customer
management server 32 issues an application number and a
password for the user and notifies the service provider Web
server 31 of the application number and the password. Fur-
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thermore, the service provider customer management server
32 associates the user information of the user with the issued
application number and issued password, and registers these
pieces of information. Furthermore, using the payment infor-
mation included in the user information, the service provider
customer management server 32 makes payment for the
usage of the content download service.

In Step S23, through the Internet 3, the service provider
Web server 31 notifies the information terminal 4 of the
application number and the password for the user who has
performed usage registration, which have been issued from
the service provider customer management server 32.

In response to the notification, in Step S3, the information
terminal 4 acquires the application number and the password
given notice of. The user, who acquires the application num-
ber and the password, prepares for the following processing
operation with writing notes of the application number and
the password, or the like, and activates the Web browser 51 in
the reception device 20.

In Step S4, the Web browser 51 accesses the broadcast
station Web server 41 in accordance with the user’s operation.

In response to the access from the Web browser 51, in Step
S24, the broadcast station Web server 41 transmits a BML
data or the like to the Web browser 51 through the Internet 3,
the BML data or the like being used for a service entry page
(Web page) that is a common entry for individual content
download services provided by a plurality of service provid-
ers 6 different from one another.

In Step S5, the Web browser 51 that receives the BML data
or the like causes the service entry page to be displayed on the
screen of a television receiver or the like. The user inputs the
application number and the password, acquired in the pro-
cessing operation performed in Step S3, to the service usage
registration page, and the Web browser 51 notifies the broad-
cast station Web server 41 of the input application number and
the input password through the Internet 3.

In response to the notification of the application number
and the password, in Step S25, the broadcast station Web
server 41 specifies the service provider 6 indicated by a ser-
vice code included in the application number given notice of.
Furthermore, the broadcast station Web server 41 notifies the
service provider customer management server 32, placed in
the service provider device 30 that corresponds to the speci-
fied service provider 6, of the application number and the
password supplied from the Web browser 51, and causes the
service provider customer management server 32 to certify
whether or not the application number and the password are
subjected to usage registration and legitimate. In addition,
when the application number and the password are subjected
to usage registration and legitimate, the broadcast station Web
server 41 transmits the service information 101 to the Web
browser 51 through the Internet 3, the service information
101 corresponding to the service provider 6 indicated by the
service code included in the application number given notice
of.

After that, in Step S27, in accordance with a predetermined
broadcast schedule, the DL broadcast transmission device 42
in the content broadcast device 10 broadcasts the metadata
121, input from the service provider metadata server 33, using
atelevision broadcast wave. In addition, in Step S28, in accor-
dance with a predetermined broadcast schedule, the DL
broadcast transmission device 42 broadcasts a content, input
from the service provider content server 34, using a television
broadcast wave.

On the other hand, in Step S6, the Web browser 51 in the
reception device 20 receives the service information 101 sup-
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plied from the broadcast station Web server 41, and causes the
storage 52 to store the service information 101.

In Step S7, on the basis of the service information 101
stored in the storage 52, the DL broadcast reception section
54 receives the metadata 121 from the television broadcast
wave and causes the storage 52 to hold the metadata 121.

FIG. 8 is a flowchart illustrating in detail a processing
operation performed in Step S7 (referred to as metadata
reception processing operation, hereinafter).

In Step S51, the DL broadcast reception section 54 reads
out the service information 101 from the storage 52. Further-
more, the DL broadcast reception section 54 reads out the
location information 105 and the broadcast schedule infor-
mation 106 from the service information 101.

In Step S52, on the basis of the schedule information 106
read out in Step S51, the DL broadcast reception section 54
starts receiving metadata in line with a time when the broad-
cast of the metadata is started. In Step S53, the DL broadcast
reception section 54 receives a session in the FLUTE layer,
indicated by the location information 105, from the broadcast
stream of the television broadcast wave, and acquires a FDT
corresponding to “TOI=0”, in which the index information is
stored.

In Step S54, on the basis of the index information acquired
in Step S53, the DL broadcast reception section 54 deter-
mines whether or not a service code in a metadata file matches
the service code 102 in the service information 101. In addi-
tion, when the two service codes match each other, the DL
broadcast reception section 54 advances the processing
operation to Step S55. Here, when the two service codes do
not match each other, the FDT is abandoned and the metadata
reception processing operation is terminated.

In Step S55, on the basis of the index information acquired
in Step S53, the DL broadcast reception section 54 specifies
the TOI of a FDT in which the metadata file is stored (in FI1G.
6, TOI=1), and acquires the FDT corresponding to the speci-
fied TOI. Namely, the DL broadcast reception section 54
acquires the metadata file.

In Step S56, by referring to the encryption information in
the index information acquired in Step S53, the DL broadcast
reception section 54 determines whether or not the metadata
acquired in Step S55 is encrypted. When it is determined that
the metadata is encrypted, the processing operation proceeds
to Step S57, and the DL broadcast reception section 54
decodes the encrypted metadata, using the decode key 107 in
the service information 101. In addition, when, in Step S56, it
is not determined that the metadata is encrypted, a processing
operation performed in Step S57 is skipped.

In Step S58, the DL broadcast reception section 54 causes
the storage 52 to hold the metadata acquired in the processing
operation mentioned above. This is the termination of the
metadata reception processing operation.

As described above, in the metadata reception processing
operation, if the service code in the index information does
not match the service code 102 in the service information 101,
it is difficult to acquire the metadata corresponding to the
index information. In addition, even though a third person can
acquire the metadata, the metadata can remain to be
encrypted. Accordingly, the reception device 20 for a specific
user can acquire the metadata, and it can be kept confidential
from the third person that a specific-user-oriented content is
broadcasted or the like.

Returning to FIG. 7, in Step S8, in response to a predeter-
mined operation performed by the user, the ECG processing
section 53 causes the screen of a user interface, which is used
by the user in order to select a content to be downloaded, to be
displayed on the television receiver or the like on the basis of
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the metadata stored in the storage 52. Furthermore, in
response to the user’s selection operation, the ECG process-
ing section 53 performs the download reservation of the con-
tent, and causes the storage 52 to hold the information of the
download reservation. In this regard, however, when the con-
tent is an automatic DL type, the download reservation of the
content is performed regardless of the user’s selection opera-
tion.

In Step S9, in accordance with the download reservation
held in the storage 52 and the broadcast schedule information
of the content, which is described in a corresponding meta-
data, the DL broadcast reception section 54 receives the con-
tent from a television broadcast wave, and causes the storage
52 to store the content.

After that, in response to the user’s selection operation,
performed for the user interface that is used by the user in
order to select a content to be reproduced from among down-
loaded contents to be displayed by the ECG processing sec-
tion 53, the content stored in the storage 52 is read out from
the storage 52 by the content reproduction section 56 and
reproduced.

This is the end of the description for the sequence of opera-
tions performed in the specific user-oriented content broad-
cast system 1.

According to the sequence of operations performed in the
specific user-oriented content broadcast system 1, described
above, the reception device 20 for the user who has performed
usage registration can acquire the service information 101. In
addition, the reception device 20 can acquire the metadata
stored inthe FDT along with the service code that matches the
service code 102 in the service information 101. Furthermore,
the metadata can be encrypted and broadcasted.

Accordingly, the reception device 20 for a specific user can
acquire the metadata, and it can be kept confidential from the
third person that a specific-user-oriented content is broad-
casted or the like.

In addition, in the description mentioned above, the user
manually inputs the application number and the password,
acquired from the service provider Web server 31 by the
information terminal 4, to the service entry page displayed by
the Web browser 51 in the reception device 20. However, the
application number and the password may be automatically
acquired through a wired or wireless connection between the
information terminal 4 and the reception device 20 or through
a semiconductor memory.

By the way, the sequence of operations mentioned above
may be executed using a piece of hardware or software. When
the sequence of operations mentioned above is executed
using a piece of software, a program included in the software
is installed from a program record medium to a computer
embedded in a piece of dedicated hardware or a computer, for
example, a general-purpose personal computer or the like, in
which various kinds of functions can be executed by install-
ing various kinds of programs.

In addition, the program executed by the computer may be
a program in which processing operations are executed in a
time-series manner in the order described in the specification,
and may be a program in which processing operations are
executed in parallel or at necessary times such as times when
calling operations are performed or the like.

In addition, the program may be a program processed by
one computer or a program processed in distributed process-
ing performed by a plurality of computers. Furthermore, the
program may be transferred to a remote computer and
executed therein.

In addition, in the specification, a system represents an
entire device including a plurality of devices.
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In addition, embodiments of the present invention are not
limited to the embodiments described above, and various
modifications may be adopted without departing from the
broader spirit and scope of the specification.

The present application contains subject matter related to
that disclosed in Japanese Priority Patent Application JP
2009-2326809 filed in the Japan Patent Office on Oct. 6, 2009,
the entire content of which is hereby incorporated by refer-
ence.

It should be understood by those skilled in the art that
various modifications, combinations, sub-combinations and
alterations may occur depending on design requirements and
other factors insofar as they are within the scope of the
appended claims or the equivalents thereof.

What is claimed is:

1. A content broadcast device for broadcasting a content,
using a broadcast wave, the content broadcast device com-
prising:

first supply means for supplying service information to a

content reception device through a predetermined net-
work in response to a request from the content reception
device, the service information including at least a
broadcast schedule of metadata and location informa-
tion that indicates where the metadata is located in the
broadcast wave; and

broadcast means for broadcasting, using the broadcast

wave, the metadata, which includes at least a broadcast
schedule of the content and location information that
indicates where the content is located in the broadcast
wave, in accordance with the broadcast schedule of the
metadata, included in the service information, and
broadcasting, using the broadcast wave, the content in
accordance with the broadcast schedule of the content,
included in the metadata,

wherein the content reception device does not acquire the

broadcasted metadata when the content reception device
determines that a service code of the broadcasted meta-
data dos not match a service code provided within the
supplied service information.

2. The content broadcast device according to claim 1,
wherein

the first supply means supplies the service information to

the content reception device through a predetermined
network in response to a request from the content recep-
tion device operated by a user who has completed usage
registration for a content download service.

3. The content broadcast device according to any one of
claims 1 and 2, wherein

the metadata broadcasted is encrypted; and

a decode key used for decoding the metadata encrypted is

included in the service information.

4. The content broadcast device according to claim 1,
wherein the metadata broadcasted is encrypted, the content
broadcast device further comprising:

second supply means for supplying a content key, used for

reproducing the content encrypted, to the content recep-
tion device through the predetermined network.

5. A content broadcast method performed in a content
broadcast device for broadcasting a content, using a broadcast
wave, the content broadcast method comprising the steps of:

supplying service information to a content reception

device through a predetermined network in response to a
request from the content reception device, the service
information including at least a broadcast schedule of
metadata and location information that indicates where
the metadata is located in the broadcast wave;
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broadcasting, using the broadcast wave, the metadata,
which includes at least a broadcast schedule of the con-
tent and location information that indicates where the
content is located in the broadcast wave, in accordance
with the broadcast schedule of the metadata, included in
the service information; and

broadcasting, using the broadcast wave, the content in

accordance with the broadcast schedule of the content,
included in the metadata,
wherein the content reception device does not acquire the
broadcasted metadata when the content reception device
determines that a service code of the broadcasted meta-
data does not match a service code provided within the
supplied service information.
6. A non-transitory computer readable storage medium
storing a control program, which when executed by a com-
puter, performs a processing operation, the processing opera-
tion comprising the steps of:
supplying service information to a content reception
device through a predetermined network in response to a
request from the content reception device, the service
information including at least a broadcast schedule of
metadata and location information that indicates where
the metadata is located in the broadcast wave;

broadcasting, using the broadcast wave, the metadata,
which includes at least a broadcast schedule of the con-
tent and location information that indicates where the
content is located in the broadcast wave, in accordance
with the broadcast schedule of the metadata, included in
the service information; and

broadcasting, using the broadcast wave, the content in

accordance with the broadcast schedule of the content,
included in the metadata,
wherein the content reception device does not acquire the
broadcasted metadata when the content reception device
determines that a service code of the broadcasted meta-
data does not match a service code provided within the
supplied service information.
7. A content reception device for receiving a content,
broadcasted using a broadcast wave, the content reception
device comprising:
acquisition means for acquiring service information, sup-
plied from a content broadcast device, through a prede-
termined network, the service information including at
least a broadcast schedule of metadata and location
information that indicates where the metadata is located
in the broadcast wave;
reception means for receiving the metadata, broadcasted
using the broadcast wave, on the basis of the service
information acquired, the metadata including at least a
broadcast schedule of the content and location informa-
tion that indicates where the content is located in the
broadcast wave, and receiving the content, broadcasted
using the broadcast wave, in accordance with a down-
load reservation generated on the basis of the metadata
received;

accumulation means
received; and

reproduction means for reproducing the content accumu-
lated,

wherein the reception means does not acquire the broad-

casted metadata when a service code of the broadcasted
metadata does not match a service code provided within
the acquired service information.

8. The content reception device according to claim 7,
wherein

for accumulating the content

10

15

25

30

35

40

45

55

60

65

18

the acquisition means notifies the content broadcast device
of registration information input by a user who has com-
pleted usage registration for a content download service,
and acquires the service information, supplied from the
content broadcast device in accordance with the regis-
tration information, through a predetermined network.

9. The content reception device according to any one of
claims 7 and 8, wherein

the reception means acquires the received metadata when a

service code included in the service information
acquired matches a service code in the received meta-
data.

10. The content reception device according to any one of
claims 7, wherein

the reception means decodes the metadata, using a decode

key included in the service information, when the
received metadata is encrypted.

11. The content reception device according to claim 7,
further comprising:

generation means for presenting a list of downloadable

contents to a user on the basis of the metadata acquired
and generating the download reservation in response to
a selection operation performed by the user.

12. The content reception device according to claim 11,
wherein

the generation means generates the download reservation

on the basis of the acquired metadata when a broad-
casted content corresponds to an automatic download
type.

13. A content reception method performed in a content
reception device for receiving a content, broadcasted using a
broadcast wave, the content reception method comprising the
steps of:

acquiring service information, supplied from a content

broadcast device, through a predetermined network, the
service information including at least a broadcast sched-
ule of metadata and location information that indicates
where the metadata is located in the broadcast wave;
receiving the metadata, broadcasted using the broadcast
wave, on the basis of the service information acquired,
the metadata including at least a broadcast schedule of
the content and location information that indicates
where the content is located in the broadcast wave;
receiving the content, broadcasted using the broadcast
wave, in accordance with a download reservation gen-
erated on the basis of the metadata received;
accumulating the content received; and
reproducing the content accumulated,
wherein the broadcasted metadata is not acquired when a
service code of the broadcasted metadata does not match
a service code provided within the acquired service
information.

14. A non-transitory computer readable program storage
medium storing a control program, which when executed by
a computer, performs a processing operation, the processing
operation comprising the steps of:

acquiring service information, supplied from a content

broadcast device, through a predetermined network, the

service information including at least a broadcast sched-

ule of metadata and location information that indicates

where the metadata is located in the broadcast wave;
receiving the content, broadcasted using the broadcast

wave, in accordance with a download reservation gen-

erated on the basis of the metadata received;
accumulating the content received; and

reproducing the content accumulated,
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wherein the broadcasted metadata is not acquired when a
service code of the broadcasted metadata does not match
a service code provided within the acquired service
information.

15. A content broadcast system comprising:

a content broadcast device configured to broadcast a con-
tent, using a broadcast wave; and

acontent reception device configured to receive the content
broadcasted, wherein

the content broadcast device includes

supply means for supplying service information to the
content reception device through a predetermined net-
work in response to a request from the content reception
device, the service information including at least a
broadcast schedule of metadata and location informa-
tion that indicates where the metadata is located in the
broadcast wave, and

broadcast means for broadcasting, using the broadcast
wave, the metadata, which includes at least a broadcast
schedule of the content and location information that
indicates where the content is located in the broadcast
wave, in accordance with the broadcast schedule of the
metadata, included in the service information, and
broadcasting, using the broadcast wave, the content in
accordance with the broadcast schedule of the content,
included in the metadata; and

wherein

the content reception device includes

acquisition means for acquiring the service information,
supplied from the content broadcast device, through the
predetermined network,

reception means for receiving the metadata, broadcasted
using the broadcast wave, on the basis of the service
information acquired and receiving the content, broad-
casted using the broadcast wave, in accordance with a
download reservation generated on the basis of the meta-
data received,

accumulation means
received, and

reproduction means for reproducing the content accumu-
lated,

wherein the reception means of the content reception
device does not acquire the metadata broadcasted by the
broadcast means of the content broadcast device, when a
service code of the broadcasted metadata does not match
a service code provided within the service information
supplied from the supply means of the content broadcast
device to the acquisition means of the content reception
device.

for accumulating the content
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16. A content providing device for providing a content, the

content providing device comprising:

a supply section configured to supply service information
to a content reception device through a predetermined
network in response to a request from the content recep-
tion device, the service information including at least a
providing schedule of metadata and location informa-
tion that indicates where the metadata is located in
streaming data; and

a providing section configured to provide, in a manner
different from the predetermined network, the metadata,
which includes at least a providing schedule of the con-
tent and location information that indicates where the
content is located in streaming data, in accordance with
the providing schedule of the metadata, included in the
service information, and provide the content in accor-
dance with the providing schedule of the content,
included in the metadata,

wherein the content reception device does not acquire the
provided metadata when the content reception device
determines that a service code of the provided metadata
does not match a service code provided within the sup-
plied service information.

17. A content reception device for receiving a provided

content, the content reception device comprising:

an acquisition section configured to acquire service infor-
mation, supplied from a content providing device,
through a predetermined network, the service informa-
tion including at least a providing schedule of metadata
and location information that indicates where the meta-
data is located in streaming data;

a reception section configured to receive the metadata,
provided on the basis of the service information
acquired, the metadata including at least a providing
schedule of the content and location information that
indicates where the content is located in the streaming
data, and receive the provided content, in accordance
with a download reservation generated on the basis of
the metadata received;

an accumulation section configured to accumulate the con-
tent received; and

a reproduction section configured to reproduce the content
accumulated,

wherein the reception section does not acquire the pro-
vided metadata when a service code of the provided
metadata does not match a service code provided within
the acquired service information.
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